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Hairy Capacitors:
.0001 μF - Radio Ultrasound
   .001μF - Ultrasound
     .01μF - Treble
       .1μF - Bass
        1μF - Sub-Bass
      10μF - Sub-Bub-Bass
    100μF - Mountain Bass

NPN

PNP

10k - 100k
47k - 470k

CD4015

Resistors

Transistors

Red Banana Jack

Brown Banana Jack

Brown Banana Jack

Notes: 
NPN = BC546, BC547, or BC548
PNP = BC556, BC557, or BC558
All Hairy Capacitors - Green Poly for faster, 
higher frequencies.
Electrolytic for slower, lower frequencies.
If using Electrolytics for Hairy Capacitors: 
Negative Lead to the Circled Padrasound
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Hairy Capacitors:
.0001 μF - Radio Ultrasound

001μF Ultrasound

NPN

PNP

10k - 100k
47k - 470k

CD4015

Resistors

Transistors

x1 1N4148 Diode

x20 4.7k 1/4w Resistor

x20 10k 1/4w Resistor

x8 22k 1/4w Resistor

x41 100k 1/4w Resistor

x4 470k 1/4w Resistor

x8 2.2m 1/4w Resistor

x4 "102" 1nF Poly Capacitor

x4 "103" 10nF Poly Capacitor

x3 "105" 1µF Poly Capacitor

x4 Hairy Capacitor ** see notes**

x24 NPN Transistor - BC546/BC547

x20 PNP Transistor - BC556/BC557

x4 5mm LED - Teeth to Kathode

x4 CD4066 IC

x4 LM358 IC

x4 A1M Potentiometer

x1 1N4148 Diode

x20 4.7k 1/4w Resistor

x24 10k 1/4w Resistor

x8 22k 1/4w Resistor

x42 100k 1/4w Resistor

x8 470k 1/4w Resistor

x12 2.2m 1/4w Resistor

x4 "102" 1nF Poly Capacitor

x4 "103" 10nF Poly Capacitor

x3 "105" 1µF Poly Capacitor

x4 Hairy Capacitor ** see notes**

x28 NPN Transistor - BC546/BC547

x24 PNP Transistor - BC556/BC557

x4 5mm LED - Teeth to Kathode

x4 CD4066 IC

x4 LM358 IC

x4 A1M Potentiometer


